[image: image1.png]MODULE: i ATWORK -
\ SAFETY AT WORK WITHSCIENCE

SN\




[image: image2.png]




Risk Assessment template

	Assessor: 
	Date: 

	Department:
	Activity to be Assessed:  

	
	Location of Work Activities Assessed:


I am satisfied that the controls and working practices specified in this risk assessment will adequately control the risks from the work activities identified.
Manager’s name:   




Signed:

Activities Assessed – see notes at bottom

	Activities
	Hazards
	Controls and Working Practices
	Risk before and after controls etc. are implemented

Before           After
	Further improvements to controls
	Procedures or other documents accompanying risk assessments

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


ACTIVITIES: 


Break down sufficiently to identify different hazards.
HAZARDS:


Indicate the hazards which apply to the activity.

CONTROL PRACTICES:    
Briefly identify the different controls and working practices that are in place to eliminate or reduce the risk.  The preferred hierarchy of measures to control risk, in descending order, is: 1. Prohibition;  2. Elimination or substitution of materials, conditions or activities with potential to cause harm;  3. Use of engineering controls (fume cupboards, biosafety cabinets, pollution abatement, etc.);  4. Procedural controls (Operating procedures, training, work practices, etc.); 5. Personal Protective Equipment (gloves, lab coats, safety glasses).

RISK (before and after):    
High, Medium, Low.  Risk is based on the potential for harm to people, property or environment. It is subjective and made in the judgement of the assessor.  Considerations should be given to severity of outcome, likelihood for occurrence and number of people affected.
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